
!!!!
Cedits bim bum bam 



Manual written by Alessio Santini and Simone Fabbri. 
!
Manual Version 2.0 (11/2013) 
Product Version 2.0 (11/2013) 
!
www.k-devices.com - support@k-devices.com 
!
©K-Devices, 2010÷2013. All rights reserved. 



INDEX!
THIS IS EXT 2 4                                                                                   
LICENSE 5                                                                                           
INSTALLATION 5                                                                                 
GLOBAL FUNCTIONS AREA 6                                                           
HOW EXT 2 WORKS 7                                                                         

CONTROL ANYTHING 7                                                              
STRAIGHT MODE 8                                                                      
ENVELOPE MODE 8                                                                     
QUICK PARAMETERS 9                                                               
ADVANCED PARAMETERS 10                                                     

PUSH IMPLEMENTATION 11                                                               



EXT 2 MANUAL - ENG

1. THIS IS EXT 2!
Thank you for choosing EXT 2! 
EXT 2 is a Max For Live audio effect designed to control any parameter in Ableton Live interface, devices or third-party plugins. 

The pack downloaded contains, in addition to the EXT 2 device, a copy of this manual, which can helps you to better understand this 
software and its potential. 
This document will guide you through a complete overview of the product. After reading it, you should be able to use it on perfect, so 
we recommend that you take the time to read this guide in its entirely. 
Ableton Live 9.1 and the Max For Live add-on are required (refer to our website to know which are the Live version supported for every 
released version): EXT 2 is a Max For Live instrument and works both on Mac OS® X and Windows®. 
EXT 2 is currently available as single product. 
Thanks to the Max For Live total integration, you will find a description for each EXT 2 parameter in the Live Info View, and you can 
easily automate each parameter inside Live. 
We suggest to follow K-Devices via Facebook, Twitter or sign up our Newsletter, in order to stay updated with K-Devices news and EXT 
2 future updates. 
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2. LICENSE!
Installing the device on your computer means that you have read and agree K-Devices End-User License Agreement. 
You have a copy of it downloaded with the software. 

3. INSTALLATION!
To install the device double click on the .alp file contained in the downloaded package. Device, presets, and Ableton Live Lessons will 
be automatically installed. 
EXT device will be installed in the Ableton Live Library: you can find it in “packs” tab of the Live 9 browser. 
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PLEASE NOTE!

Ableton Live 9 may recognize the pack as “designed for an earlier version of Live”: in this case, 
you’ll be advised that the pack is going to be installed in legacy mode. 

You can just ignore this message since the pack you are installing is optimized for the latest 
Ableton Live version: this means it is fully compatible with Ableton Live 9. 

After the installation, you will find it in your Packs Browser, followed by the word "legacy".
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4. GLOBAL FUNCTIONS AREA!
The following parameters compose the Global Functions Area: this means that all these parameters influence how EXT works and their 
result 

This button resets all parameters to their default position.

Time resolution lets you set time division used by Ableton Live to trig the step sequencers  (1/4, 1/8, 
1/16 or 1/32, including normal, triplets and dotted lengths). 

You can add variations to the selected time resolution just increasing time resolution’s slider. As much 
as you increase the slider, as much as the time variations will be present.

For normal length notes you can also use the swing parameter. Increasing this slider, you will increase 
the swing amount.

Smooth applies a logarithmic interpolation in the control signal generated by EXT. With this parameter 
you can set the time of this interpolation. This could be used in both straight and envelope mode (see 
following paragraphs for further informations) creating really nice blurred control signals.

Steps and offset can be used in conjunction to setup the “active steps loop”. Steps parameters sets the 
number of steps which composes the sequencer loop, while with offset you can shift forward the loop of 
“n” steps (from 0 to 15). 
It is possible to set the loop “outside” of the sequencer: this mean that you can set an offset of 8 steps 
keeping a step number of 16. In this case, or in any similar case, EXT will use 8 steps of the EXT step 
sequencers and 8 steps “outside the step sequencers”: since these steps cannot be edited you may 
desire to use this method to create consecutive “pauses” on your control signal, or use it in conjunction 
with the drunkwalk feature, to add random non-consecutive pauses (see following paragraphs for 
further informations).
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5. HOW EXT 2 WORKS!
EXT lets you take control of any parameter inside Ableton Live: a third party plug-in, an Ableton instrument or effect, and even Ableton’s 
Graphical User Interface. 
Then it applies to that parameter a control signal, created by EXT itself, to modulate it. 

1. CONTROL ANYTHING!
You can easily control any parameter. Let’s suppose we want to map EXT to the 1st frequency of an EQ Eight.  

First click on the select button

Then on the desired parameter, in this case “Freq”.
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Now you can choose between two different modes to generate the control signal: straight and envelope mode. 

!

2. STRAIGHT MODE!
This mode, the classic one, creates a stepped control signal. Each step stands for an amplitude value that will be applied to the control 
signal. If you want to “smooth” a little bit the transient between each step, you can do that adjusting the smooth parameter. 

3. ENVELOPE MODE!
The Envelope mode, is a new exclusive feature of EXT 2: it allows you to apply an envelope to each step of the generated control 
signal, so you can create up to 16 different envelopes with a few clicks. 

That’s it! EXT is mapped to that parameter and starts to 
modulate it with its control signal. The name box then will 
be automatically updated with the track and parameter 
names.
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PLEASE NOTE!

In order to avoid to accidentally un-map EXT from its modulation target, press the clear button 
accidentally, you can use the padlock icon in the left of the target name area.
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The envelopes can be imagined as an Attack - Hold - Decay system, but they work in a completely different way: in fact these 
envelopes are relative to the each step length. This means that you do not need to set times in millisecond, just shape them as you 
want and they will adapt the envelope at the absolute length of that step, based on your BPM and the resolution you have chosen. 

!
The length step sequencer, defines the length of the envelope. 
The shape step sequencer defines its shape, obviously, in this 
way: as much as the step value is lower, as much the shape will 
look like a pulse; then as much as you increase the step value, as 
much the shape will tend to a triangle. 
Then you can use the peak step sequencer to set to which 
direction the triangle shape will look at. 
To globally change the envelopes increases from the beginning to 
the top and decreases from the top to the end you can use the 
curve parameter: if curve is set to 0 the envelopes will be linear, 
while as much as you increase the curve you will get a 

exponential / logarithmic curve. 

4. QUICK PARAMETERS!

This button sets all the steps of its step sequencer to the maximum value.

This button sets all the steps of its step sequencer to the minimum value.

This button randomizes all the steps of its step sequencer.
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5. ADVANCED PARAMETERS!

!

This button freezes its step sequencer to the current step, repeating its value or envelope.

This buttons activates the drunkwalk mode: in this mode the steps of its step sequencer will be 
triggered not in order but randomly. 
Please note that EXT is linked to the transport: this means that as soon as you switch off the drunkwalk 
mode it will go back triggering the step that it should trigger in that moment.
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6. PUSH IMPLEMENTATION!
1st page 1 2 3 4 5 6 7 8

swing var min max steps offset res res kind
2nd page 9 10 11 12 13 14 15 16

smooth lock envelope env curve env drunk env freeze
3rd page 17 18 19 20 21 22 23 24

st min st max st rand st drunk st freeze len min len max len rand
4th page 25 26 27 28 29 30 31 32

peak min peak max peak rand shape min shape max shape rand
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